
 

calvatron ® NX11-2 - Serie 
Coronabehandlung für vielfältige Materialien 
 

Perfektes Corona-Behand-
lungssystem für den 
mittleren Leistungsbereich 

 
 
Die NX11-2-Serie ist speziell für 
den mittleren Leistungsbedarf 
und zur einseitigen Behandlung 
von Folienbahnen im Extrusions-,
Kaschier- und im Rolle zu Rolle-
Prozess konzipiert.  
 
Mit speziellen Elektroden und je 
nach Ausstattung können sowohl 
leitende, halbleitende sowie nicht-
leitende Warenbahnen behandelt 
werden. 
 
Beim Design wurde viel Wert auf 
eine einfache Bedienung und 
gute Wartungsmöglichkeiten 
gelegt. 
 
Des Weiteren wurde auf eine 
"schlanke"  Konstruktion geach-
tet. So lässt sich die  NX11-2-
Serie auch bei geringen Platz-
verhältnissen problemlos inte-
grieren. 
 
Der Elektrodenspalt lässt sich 
sehr einfach über Stellschrauben 
fixieren und eine spezielle 
Elektroden- Wärmeausgleichs-
führung sorgt dafür, dass der 
Elektrodenspalt auch bei 
stärkerer Belastung stets im 
eingestellten Maß bleibt. 
 
Alle zu öffnenden Bereiche sind 
mit entsprechenden Sicherheits-
abschaltungen versehen und die 
Bedienelemente sind auf die 
notwendigsten Schaltelemente 
reduziert, um die Bedienung zu 
vereinfachen. 



 
 

calvatron ® NX11-2 - Serie 
Coronabehandlung mit höchster Qualität 
 

Vorteile der calvatron® NX11-2 
Serie: 

Schlankes Design ermöglicht eine 
problemlose Integration auch in 
beengten Bereichen  
 
Konstruktion und Aufbau 
ausschließlich mit hochwertigen 
Materialien wie VA und eloxiertem 
Aluminium 
 
Schnellwechselvorrichtung für die
Trägerelektrode ermöglicht einen 
Austausch innerhalb von Minuten 
 
Einfache und unkomplizierte 
Bedienung  
 
Temperatur- Ausgleichsführungen 
für die Elektroden  
 
Störungsfreier Betrieb auch unter 
kritischen Bedingungen durch 
spezielle Keramikisolatoren 
 
 
 

Flexibler Einsatz 

Die NX11-2-Serie lässt sich in vielen 
Produktionsbereichen einsetzen. 
Durch die optionale Anpassung der 
Elektroden können fast alle flexiblen 
Warenbahnen bis zu einer 
Materialstärke von 5mm behandelt 
werden. Selbst Plattenmaterialien 
können bei entsprechender 
Anpassung der Materialführung 
problemlos bearbeitet werden.  
 

Generatorleistung wählbar 

In Kombination mit neuester IGBT 
Halbleitertechnologie der calvatron®  
AB-Serie  wird stets das passende 
Energieniveau zur Verfügung gestellt. 
Eine sehr genaue Regelung im 
Milliampere-Bereich sichert, dass 
stets ausreichend Energie zugeführt 
wird.  
 
 

Einfach?  Ganz einfach! 

50 Jahre Markterfahrung müssen sich 
nicht unbedingt in aufwendigen
Konstruktionen widerspiegeln. Die 
einfache Bedienung und die 
Wartungsfreundlichkeit der NX11-2 Serie 
sorgen für eine Maschinen-verfügbarkeit 
>99%. Denn schließlich entscheidet am 
Ende das gewünschte  Ergebnis auf dem 
zu behandelnden Material in 
Kombination mit dem störungsfreien 
Betrieb.  

 

Eben - ganz einfach! 
    
 
 

Technische Details                                                                                         (Technische Änderungen vorbehalten)  

Max. Maschinengeschwindigkeit 300m/min 
Max. Arbeitsbreite 2.000mm 
Elektrodentyp (Serie) calvatron®CALMET..................1 à 5 Linien 
Trägerelektrode calvatron®BACK-UP.................1 à Ø100mm 
Materialeinzug Pneumatisch öffnend 
Leitwalzen calvatron®AL.............................2 à Ø100mm 
Corona Generator (AB- Serie) 2.3kW oder 7.5kW (breitenabhängig) 
Netzspannung Generatorabhängig 
Steuerspannung 24V 
Netzfrequenz 50/ 60 Hz 
Luftversorgung  7 bar 
Systemsteuerung Analog 
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calvatron ® NX11-2 series 
Corona-treatment for a large diversity of materials  
 

Perfect corona-treatment in 
the mid size power range 

The NX11-2 series is especially 
designed for the mid size power 
range.  
The operational area for the one 
sided corona system is suitable
for the extrusion-, laminating -, or 
roll to roll process.   
 
Depending on layout and 
electrode design it is possible to 
process conductive-, semi-
conductive and non conductive 
material with the same treatment 
level. 
 
The design is primarily orientated
in respect to the easy operation 
and maintenance and the outer 
dimensions are planed moreover 
in respect to a "slim" design.  
This enables the easy  integration 
at    close quarters. 
 
The electrode of the NX11-2 is
designed with a special 
temperature - balance - guidance 
to compensate any temperature 
distortion at the adjusted 
electrode gap. 
This ensures the correct setting 
of the electrode even at high 
power treatment.  
The ideal gap of the electrode is  
easy to regulate with the help of 
setscrews. 
 
All covers and access doors are 
provided with safety switches and 
the operational controls are 
reduced to the essential in order 
to simplify the handling. 



 
 

calvatron ® NX11-2 series 
High quality corona treatment 
 

Advantages of the calvatron®  
NX11-2 series: 

"Slim" design enables the 
integration at close quarters. 
 
Layout and design exclusively 
made from high quality materials 
such as stainless steel and 
anodised aluminum 
 
Quick change fixtures enables the 
exchange of the Back-up electrode 
within minutes 
 
Easy and uncomplicated operation  
 
Temperature- balance- guidance at  
the electrode 
 
Trouble-free operation especially at 
rough production conditions by the 
use of ceramic insulator  
 
 

Flexible operation 

The  NX11-2 series is suitable in 
manifold ranges of productions. The 
optional adaption of the electrodes 
allows the corona treatement  of 
flexible materials up to a thickness of 
5mm. With the adaption of the material 
guidance it is even possible to treat 
sheet materials.  
 
 
 
Selectable generator power 

The correct and ideal energy level is 
always ensured in combination with 
the newest semi conductive IGBT 
technology of the  calvatron® AB-
series. The exact  adjustment settings 
in the milliampere  range ensures 
always the effectual energy input.  
 
 
 

Plain?  Plain vanilla! 

50 years of market experiance must 
not necessarily reflect complex design 
layouts. The plain handling as well as 
the problem free maintenance of the 
NX11-2 series cares for a machine 
uptime >99%. Because after all what 
matters is the required result on the 
treated material in combination with a 
trouble- free production. 
Exactly plain vanilla!    
 

Technical details                                                                                                                    (Technical subjects to change)  

Max. line speed 120m/min 
Max. working width 2.000mm 
Electrode type (series) calvatron®CALMET..................1 à 5 lines 
Back-up electrode calvatron®BACK-UP.................1 à Ø100mm 
Web feed Pneumatic opening 
Guide roll calvatron®AL.............................2 à Ø100mm 
Corona generator (AB- series) 2.3kW or 7.5kW (depending upon width) 
Mains power supply From Generator 
Control power 24V 
Mains frequency 50/ 60 Hz 
Air supply  7 bar 
Systemcontrol Analogue 
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